
Text Clock



Introducton

The clock presents the time in text. There are 144 LEDs used to 
present the current time minute by minute.

Features
- Every possible time in minutes is shown in text.

- Text colour: 18 different solid colours, 4 black/white colours, 1 
white flash and 4 frequencies changing rainbow colours.

- Smooth change of time.

- Light ‘bell’ at each hour.

- For indoor usage.

First tme use
The clock is fully operational. Just insert the USB adapter into a power
socket and connect the USB cable to the clock. The clock will start 
with the setup process, after which it will enter into the regular 
operation mode: displaying the time. 

How to use the butons
Green button Red button

Clock
Short  (< 0.5 sec) Time + Time -
Long  (>0.5 sec) Time ++ Time --
Long Both pressed long: go to settings

Settings
Short + / Right - / Left
Long Save and go to next

setting
Save and exit settings

General
Very Long (>2sec) Both pressed very long: Reset to defaults



Set the tme 
The time of the clock can be changed using the two buttons on the 
back. The green button is used to advance the time forward, and the 
red button is used to change the time backwards. A short press 
(shorter than 0.5 second) will lead to one-minute change.  A long 
press (longer than 0.5 seconds) will lead to a continuous change of the
time. Be aware that since the clock only displays minutes, the seconds 
are set to zero on every change.

Setngs
The user can change some settings, which are stored in persistent 
memory, so the settings will be remembered when the clock has been 
without power. The settings mode is entered by pressing long (longer 
than 0.5 seconds) on both buttons simultaneously.
 
In the settings mode you use the buttons to change the values. A short
press on the green button will increase a value (or move to right) and 
a short press on the red button is used to decrease the value (or move 
to left).

Pressing long on the green button will save the selected value and go 
to the next setting. Pressing long on the red button will save the 
selected value and return to the clock mode.

Setng 1: Intensity
The intensity of the LEDs can be set to a
value from 1 to 10. The number of LEDs on
the second, third and forth row that are lit,
represents the value for the intensity. 

Page name: POWER.
Default value: 5.



Setng 2: Colours – clock

The colour of the Text Clock LEDs can be selected.



The selected colour is flashing.

Row 1 Row 3 Row 5
1. Red 18. Rose 19. White
2. Orange 17. Cerise 20. Light gray
3. Amber 16. Magenta 21. Dark gray
4. Yellow 15. Violet 22. Black/Off
5. Spring bud 14. Indigo 23. White flashing
6. Chartreuse 13. Blue 24. Rainbow (0.05 sec)
7. Green 12. Navy 25. Rainbow (0.25 sec)
8. Malachite 11. Sky             26. Rainbow (1 sec)
9. Spring green 10. Cyan 27. Rainbow (60 sec)

Row 5 contains some special colours:
- White flashing (23). This colour is only available for the bell.
- Rainbow (24 – 27): changing rainbow colours with different 
frequencies (0.05 sec, 0.25 sec, 1 sec, 60 sec).

* example of selected colour.

Page name: O’CLOCK.
Default value: rainbow 60 seconds.

Setng 3: Colours – ampm
The clock has an am/pm indicator.  The colour of the indicator can be 
set.

Page name: AMPM.
Default value: rainbow 60 seconds.

Setng 4: Colours – bell
Every hour the ‘X’ characters will flash a number of times, indicating 
the hour as a light ‘bell’. The colour of the bell characters can be set.

Page name: XXX.
Default value: white flashing.



Setng 5: Smooth
The clock uses the 60th second to fade out
the time, and the first second to fade in the
time.  The smooth setting has to be ‘on’ for
this. The setting ‘off ‘ means that the new
time is shown directly.

Page name: SMOOTH. 
Default value: on

Setng 6: Set tme
In the clock mode you can set the clock
time in minutes. This setting makes it
possible to set time on the exact correct
second. The hours are red, minutes are
green and seconds are blue. The time on
the picture is 10:11:07. 

Please note: Only use a short press on the
button to decrease/increase the seconds. A
long press will exit settings or go to the next setting.

Setng 7: Adjust tme
The clock has an accurate real-time clock.
In some circumstances (high/low
temperature/humidity) it is possible that
it runs too fast or too slow. Therefore you
can set a correction value that will be
added or subtracted once a day, every day
to correct the time.
The minimum value is -99 seconds, the
maximum value is 99 seconds and the default value is 0.
The time is adjusted once a day at 12:05 am.



Setng 8: Eighteen
There are different ways of hyphenating
eighteen: eight-een, eigh-teen and eight-
teen. A forth possibility is to let the clock
show every 10 seconds a different
hyphenation. 
1. eight-een
2. eigh-teen
3. eight-teen
4. one of above, changing every 10 seconds

The default setting is eight-een.
 

Setng 9: Sofware version
This page shows the software version of
the clock. It is not possible to change the
version.

Reset
Pressing both buttons longer than two seconds will soft reset the 
clock. The default settings are saved and the clock restarts regular 
operations. 

Safety
- The Text Clock should only be used as clock.
- Only use a certified USB adapter (1.0 A).
- Don’t open the clock, except for replacing real time clock battery.
- Indoor use only.
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